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Mar 3, 2004 ... Planning and implementation of a second generation SOAP ... messages in 

a chat session into an asynchronous note if the user never the BSCW server and 

subsequent access is via a client certificate or login. ... The chat application client runs in 
Java and uses an Internet Relay Chat server. ... 

Co m et m i tte n t „ . 
Comet improves application responsiveness for collaborative, multi-user ... New server 
software is often required to make applications built using Comet scale, 2- connection- 
limit per host (at least it seems to work), chat.sifu.co.at .... to deliver the second state 
change, which is the end result of a client ... 
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Method and System for Automatically Setting Chat Status Based on ... 

The chat application may automatically set the user's current chat status at a 

messaging client without assistance from the instant messaging server. ... sends the 
connection information for the second instant messaging client to the chat client 

monitoring units in a synchronous manner via request and ... 
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Anchored conversations: adhesive, in-context virtual discussion ... 

Anchored Conversations are not simply embedded chat objects the application 

conversation interface (ACI) for making connection to other A second user, Joe, is 

working on another machine starts his own local manager which ... Joe accepts the 
invitation and his mai it - ids an HTTP GET request for the ... 

A Multimedia Session Manager Service for the Collaborative ... 
from server to client through client initiated request-response .... The second way to 
launch the multimedia tools is an installation-free option ... Because the browser launches 
the remote control application, the user inter- ... embed audio, video, text chat, and 
conference control features in a Web page. ... 



.Windows ; Emtedded Standard (NT4e, XPe and beyond) 

It offers no help screen via a -? switch and, even worse, runs with the default This will 

include the Terminal Server client application as well as other .... is headless and 

therefore hard to handle without a user interface an embedded device, as the first step 

and then be transferred in a second step ... 
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application and does not require an IM Chat server or IM Chat licenses Second, the 

chairperson may publish a URL which will connect users to the web ... Can a user join the 
web collaboration without an MCS 5100 client? .... Handheld Device (this is for routes 
created via the MCS Personal Agent). ... 
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Decision Support Syste ms Meeting others — supporting situatio n 
Second, we provide an analysis of PeopleAwarenessEngine, which supports .... Direct 



communication without passing the messages through the WWW server is .... Functions 
include public chat, private messages via ICQ, email, URL and file transfers. ICQ is a 
stand-alone application rather than a WWW-based user-tracking ... 
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System integrating an on-line service community with a foreign ... 

Also in communication with the user's Web browser 10-via a Community Client The 

client application then handles the contents of predefined CRequest and .... In the event of 
an invitation request, a separate asynchronous TCP/IP ... the Tracking Server to open a 
connection to a second Community Server (which ... 
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Electrical computers and digital processing systems: multicomputer ... 
20090198768 - Asynchronous request-response communication method: An 

asynchronous The newly edited message received by the second user is clearly 

20090193125 - System and method for transmitting data via data networks with one 

client computer software application by embedding a web browser in a ... 
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